Materials

Seals

Intarnal
Components

Shading Ring
(A2 units]

Valve Body
Matarial

Part Size

Series 200

The zeries 200 solenoid valve iz a lower cost
version of the zeries 100 type, The solenoid
valve is available in 2 way normally clased
configuration only, It has a glass filled nylon
canister and base nut making it ideal for
chemical applicationz, The dezign offers the
high volurme user an option of private
labeling. All listed voltages and elastorner
types are available with this solenoid valve,

Mote: The solenoid valve series nurmber
identifies the solenoid type construction only,
The zolencid caoil is available with all voltages
and elastomers, It is recornmended for use
with the polypropylene body anly,

Electrical

Mitrile, Fluoroelastornear, or
ERCM

Stainless Steel (200 and 400
serias)

Copper or Silver

Glaszs Filled Polypropylene

1/2 inch MPT fernale

Special valtages, coil construction, seals, materials,

etc, are available,

Woltages Available

Power
Consurmption

Coil Construction
Canister Matarial

Cail Encapsulant
Coil Leads

Cperating
Termperature

AC 50060 Hz-12, 24, 120 or
240 valts DC-6, 12, ar 24 volts

AC-5 watts, DC-6 watks

Class A [105°C)

Glass Fillad Mylon

Epoxy [105°C)

12 AWS Stranded Copper PVC
Insulation (UL type 1015)

to 120°C (499C)




